
Lingg & Janke

Tastsensor
Grundmodul                TAKP2f-BCU-FW
Erweiterungsmodule   TAKP2f-SAT-xx 
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WarnungWarnung

Das Gerät darf nur von einer zugelassenen Elektrofachkraft 
installiert und in Betrieb genommen werden!

Die geltenden Sicherheits- und Unfallverhütungsvorschriften 
sind zu beachten!

Das Gerät darf nicht geöffnet werden. Ein defektes Gerät ist 
unverzüglich auszutauschen und an die Lingg & Janke OHG 
zurückzusenden!

Technische Daten

Schutzart IP 20

Betriebstemperatur -5 .... +45 °C

max. Gruppenadressen 80

Lingg & Janke OHG
Zeppelinstr. 30
D-78315 Radolfzell

Tel. Support
(+49) 7732-94 557 71
www.lingg-janke.de
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Technical Data Technical Data Technical Data Technical Data

protection class protection class protection class protection classIP 20 IP 20 IP 20 IP 20

operating temperature operating temperature operating temperature operating temperature-5 .... +45 °C -5 .... +45 °C -5 .... +45 °C -5 .... +45 °C

max. group addresses max. group addresses max. group addresses max. group addresses80 80 80 80
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The device must only be installed and configured by a qualified 
professional!

Health and safety regulations have to be compiled with!

Do not open the device!
A faulty device must be returned immediately to 
Lingg & Janke OHG!
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